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This highly robust and technologically advanced 
light tower takes energy from the sun and 
converts it to bright ultra-white light. No other rapid 
deployment lighting solution is as rugged, efficient and with the 
smallest footprint as Light Sentry. Light Sentry provides a cost-
effective LED lighting solution without the inherent disadvantages 
of diesel lighting systems including high operating costs (diesel fuel, 
maintenance, labour) carbon emissions, noise, fumes and safety 
issues. It is Australian made with exceptional low light performance 
powering 2 European high efficiency LED lights that give zero UV 
output meaning no insects are attracted to the lights. It has been 
designed to be as tamper proof and vandal resistant as possible 
verses traditional lighting trailers. 1 x Light Sentry will reduce 20 
tonnes of CO2 emissions per year verses a traditional diesel lighting 
tower (2640g Co2 per litre. 1.8LPH fuel burn running 12h per day for 
365 days). Light Sentry has the lowest visual impact of any lighting 
tower available.

LIGHT SENTRY SPACING TABLE

Outreach 0.5m Pole located 1.5m from 
kerb Single luminaire. 5.5m from ground

AS/NZS 
1158.3.1  
Cat P3 

Spacing 
(including 
vertical)

Street 
Width

Single-Side Staggered  
(both sides)

0° uplift 15° uplift 0° uplift 15° uplift

4m 27m 
(53m)

27m 
(51m)

53m 
(108m)

53m 
(107m)

6m 27m 
(53m)

27m 
(51m)

53m 
(109m)

54m 
(111m)

8m 27m 
(53m)

27m 
(51m)

54m 
(109m)

54m 
(114m)



LIGHT SENTRY 
SPECIFICATIONS:
GENERAL

•	 Model: Light Sentry
•	 Steel Structure: Australian made,  

fully engineer certified.
•	 Height: 6 meters 
•	 Weight: 1250 kg
•	 Footprint: 1x1 meter engineer certified  

base block
•	 Lifting: Fork pockets and certified lifting point 
•	 Features:  Dimmer function, Auto on/off,  

Sunrise and Sunset detection.

CAMERAS

•	 Lights 2 x 60 Watt 
•	 Luminaire type: European made LED with 90% 

efficiency 145lm/watt 
•	 Lumen Output: 6900lm or 2 x 3450 lm - similar 

to 2* 500-watt halogen or 2* 150W metal  
halide lamp.

•	 Illumination Category P3 to AS/NZS 1158.3.1 
•	 Protection degree lamp head: IP66 
•	 Protection class: III Low safe voltage 

OPERATIONAL DATA

•	 Wind Rating: 120km/h
•	 Working Temperature: 0 to 65c

POWER

•	 Battery capacity: 240ah Lithium Ion 
•	 Run time: 3 nights.
•	 Solar panel: Australian Made 355 watts 
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Site Sentry Pty Ltd
38 Sustainable Ave, Bibra Lake WA 6163 | 1800 132 266
info@sitesentry.com.au | www.sitesentry.com.au

Site Sentry’s Valued Associations


