
S P E C I F I C A T I O N S

SITE SENTRY 
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The Site Sentry mine specification tower has been 
developed to meet Category 2 region D wind 
classification. The tower is manufactured in Australia 
to ensure the highest quality. Features of the Mine 
specification system include additional thermal 
shielding, cyclone tie down points, higher temperature 
rated electronic components and a redesigned solar 
panel section to better protect the top enclosure.

The mine spec tower has been designed to allow for many different types 
of camera systems and sensors to be fitted to the tower. Not only can it be 
used as a security alarm tower but also for data collection and analytics. 
Using the latest AI chipsets our mine spec towers can provide information 
that can be analysed on the edge (at the camera tower) to allow the user 
to monitor many types of activities and make decisions in real time to 
affect the productivity and improve safety on their sites. Examples include 
monitoring of thermal signatures on vehicle brakes and alerting of there 
is excess heat they may cause a fire or monitoring if ore carrying 
machinery to alert in real time if there are issues. The towers can be fitted 
with many types of communication systems depending on the location, 
examples include 4G/5G Cellular, Wifi and Starlink. The Site Sentry towers 
can be integrated into the client’s video management system making it 
simpler to access and operate.
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Site Sentry Pty Ltd
98 Discovery Drive, Bibra Lake WA 6163 | 1800 132 266
info@sitesentry.com.au | www.sitesentry.com.au

Site Sentry’s Valued Associations

SITE SENTRY MINE SPEC 
SPECIFICATIONS:
GENERAL

•	 Model: Site Sentry Mine Spec
•	 Steel Structure: Australian made,  

fully engineer certified
•	 Height: 6 meters 
•	 Weight: 1350 kg
•	 Footprint: 1100 x 1100 mm engineer certified 

base block
•	 Lifting: Fork pockets and certified lifting point 
•	 Recording time: Up to 90 days 
•	 Monitoring: Mobile device app or PC
•	 2 x 40 watt LED floodlights
•	 LED Strobe warning light

CAMERAS

•	 2 x mounting points for camera hardware
•	 System On Chip (SOC) AI and deep learning 

analytics
•	 Day and night vision
•	 Thermal camera sensors for heat and 

fire detection
•	 License plate recognition cameras

COMMUNICATIONS

•	 Industrial grade 4/5G modem router
•	 Wi-Fi
•	 Long range antenna systems
•	 Starlink

AUDIO

•	 121 Decibel Speaker system
•	 Audio warning on event detection

OPERATIONAL DATA

•	 Wind Rating: 120km/h
•	 Working Temperature: 0 to 75c

POWER

•	 Battery capacity: 240ah 
•	 Run time: 6 days
•	 Solar panel: Australian Made 410 watts 


