
S P E C I F I C A T I O N S

SITE SENTRY 
QUAD

The Site Sentry Quad is the most advanced 
Site Sentry to date with up to 330 degrees field 
of view day and night. Armed with the latest 
European AI imbedded quad camera technology, 
LED floodlights, strobe and audio alarm. 
This system is not only an imposing visual 
deterrent but a highly reliable and accurate 
automated security alarm system.

During the day and normal working hours, it monitors and records 
activity with up to a 360-degree field of view. When the site closes 
or at a scheduled time set by you Site Sentry Quad switches to an 
“Active Security System”. Not only monitoring the site but detecting 
intrusions and warning off threats. At any time of the day or night you 
can access your site, in real time via any tablet, phone or computer. 
Site Sentry is powered by the sun and is completely self-sufficient.

Australian made and proven over 10+ years in the most rugged and 
inhospitable areas of Australia.



SITE SENTRY QUAD 
SPECIFICATIONS:
GENERAL

•	 Model: Site Sentry Quad
•	 Steel Structure: Australian made, 

fully engineer certified
•	 Height: 6340mm
•	 Weight: 1250 kg
• 	 Footprint: 1100x1100mm base block
•	 Lifting: Fork pockets and certified lifting point
•	 Recording time: Up to 90 days
•	 Monitoring: Mobile device app or PC
•	 2 x 40-Watt LED floodlights
•	 LED Strobe warning light

CAMERAS

•	 Quad view camera with 4 x 5MP 
Day/Night lenses

•	 360-degree field of view and IR illumination
•	 Advanced AI System on Chip technology (SOC) 

with machine learning algorithms to ensure 
accurate detection of activity and minimise 
false alarms

•	 Optional additional camera to provide 
License plate capture

COMMUNICATIONS

•	 Industrial Grade 4/5G modem router
•	 WiFi

AUDIO

•	 121 Db Speaker system
•	 Instantaneous audio alarm
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Site Sentry Pty Ltd
98 Discovery Drive, Bibra Lake WA 6163 | 1800 132 266
info@sitesentry.com.au | www.sitesentry.com.au

Site Sentry’s Valued Associations

OPERATIONAL DATA

•	 Wind Rating: 120km/h
•	 Working Temperature: 0 to 65c

POWER

•	 Battery capacity: 240ah 
•	 Run time: 6 days.
•	 Solar panel: Australian Made 410 watts 


